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Ensamblada
It is the first Multi-purpose door of the Spanish market. Adjustable to any need and space.

Stam
Multi-purpose door with a light drawing. Ideal for all types of facilities.

Office
This is a Multi-purpose door, modern and functional, with a variety of finishes and stainless steel 
series fittings.

Office Swing
Door for spaces with high traffic in both directions.

Office Slide
Sliding door with a smooth, quiet and precise glide. Designed for sites where the door cannot invade 
the interior.

E-Quo
New model for the Hospital Segment.

Neo
Multi-purpose door with the robustness and aesthetics of a Fire-Door.

Multi-purpose
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 LEFT OPENING RIGHT OPENING

One Leaf Ensamblada

Ensamblada
1 and 2 Leaf Door

STRUCTURE
Two 0.5mm galvanized steel sheets 
assembled without welding (A).

Leaf thickness: 38mm.

Inner chamber: polyurethane injected at 
high pressure (B).

2 hinges at least, of galvanized steel in 2 
different models:

- Ensamblada Model (C).
- Optionally you can choose: Model RF 

(D).

FRAME
CS4 corner frame.

C70 wrapping frame.

LOCKING AND DRIVING 
SYSTEM
Steel lock embedded in the sheet (E).

Brass cylinder 30x30 (F). 

Set shield + handle with black nylon 
escutcheon (G).

In the double leaf ensamblada model, 2 
embedded bolts are placed on the edge 
of the leaf as the drive in the inactive leaf 
(H).

OPENING SENSES
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS4 690 1990 600 1945 670 1980 710 2000

690 2090 600 2045 670 2080 710 2100
790 1490 700 1445 770 1480 810 1500
790 1790 700 1745 770 1780 810 1800
790 1990 700 1945 770 1980 810 2000
790 2090 700 2045 770 2080 810 2100
890 1990 800 1945 870 1980 910 2000
890 2090 800 2045 870 2080 910 2100
990 1990 900 1945 970 1980 1010 2000
990 2090 900 2045 970 2080 1010 2100
1090 1990 1000 1945 1070 1980 1110 2000
1090 2090 1000 2045 1170 2080 1210 2100
1190 1990 1100 1945 1170 1980 1210 2000
1190 2090 1100 2045 1170 2080 1210 2100

Frame Width Height Width Height Width Height Width Height
C70 710 2000 600 1945 710 2000 710 2000

710 2100 600 2045 710 2100 710 2100
810 1500 700 1445 810 1500 810 1500
810 1800 700 1745 810 1800 810 1800
810 2000 700 1945 810 2000 810 2000
810 2100 700 2045 810 2100 810 2100
910 2000 800 1945 910 2000 910 2000
910 2100 800 2045 910 2100 910 2100

1010 2000 900 1945 1010 2000 1010 2000
1010 2100 900 2045 1010 2100 1010 2100
1110 2000 1000 1945 1110 2000 1110 2000
1110 2100 1000 2045 1110 2100 1110 2100
1210 2000 1100 1945 1210 2000 1210 2000
1210 2100 1100 2045 1210 2100 1210 2100

Standard measurements in millimeters. Possibility of other measurements on request.
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INTERNAL FRAME SIZE

CLEAR DIMENSION
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OVERALL SIZE / INTERNAL FRAME SIZE

CLEAR DIMENSION
 CORNER 
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WRAPPING 

FRAME

ORDER DIMENSION
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Standard measurements in millimeters. Possibility of other measurements on request.

MEASUREMENTS DOUBLE LEAF 
SECTION A-A’

SECTION B-B’

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS4 1530 1990 1440 1945 1510 1980 1550 2000

1530 2090 1440 2045 1510 2080 1550 2100
1730 1990 1640 1945 1710 1980 1750 2000
1730 2090 1640 2045 1710 2080 1750 2100
1930 1990 1840 1945 1910 1980 1950 2000
1930 2090 1840 2045 1910 2080 1950 2100

Frame Width Height Width Height Width Height Width Height
C70 1550 2000 1440 1945 1550 2000 1550 2000

1550 2100 1440 2045 1550 2100 1550 2100
1750 2000 1640 1945 1750 2000 1750 2000
1750 2100 1640 2045 1750 2100 1750 2100
1950 2000 1840 1945 1950 2000 1950 2000
1950 2100 1840 2045 1950 2100 1950 2100
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ORDER DIMENSION

CLEAR DIMENSION

ACTIVE LEAF CLEAR 
OPENING = 
(LIGHT/2)-22

OVERALL SIZE

CLEAR DIMENSION

OVERALL DIMENSION = ORDER DIMENSION

ACTIVE LEAF 
CLEAR OPENING

CORNER 
FRAME

WRAPPING 
FRAME

INTERNAL FRAME SIZE
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TOP FIX PANEL

TOP FIX PANEL WITH INTERMEDIATE FRAME

TOP FIX PANEL WITHOUT INTERMEDIATE FRAME
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FIX PANEL
It is a special solution that Andreu offers 
to adapt doors to the spaces required in 
the works, ideal for especially large holes 
or as an aesthetic complement. 

It has the same structure as the door.

Manufacturing options:

- Lateral / Top fix panel.
- Lateral / Top fix panel or glass with 

intermediate frame.
- Lateral / top fix panel without 

intermediate frame.
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A A

AIR

WATER

VENTILATION
The Ensamblada door can present a few 
drawings that allow the ventilation of the 
enclosures. These drawings do not allow 
the passage of water but it does allow the 
passage of air.

It can be placed in different provisions of 
the leaf: top, bottom, single or double.

INCLINATION
The Ensamblada doors can fit any need 
or space, with the option to manufacturing 
them with a tilt or semi-tilt  (A).
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SIMPLE DRAWING
Inside face /Cover

Outside face /Box

DOUBLE DRAWING
Inside face /Cover

Outside face /Box

Stam
1 Leaf Door

STRUCTURE
Two 0.6mm thick galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 38mm.

Inner chamber: polyurethane injected at 
high pressure (B).

2 galvanized steel hinges (C).

2 anti-crow bar bolts (D).

Incorporates chloroprene seal.

FRAME
CS4 corner frame.

C70 non-corner frame.

DRAWING
Light drawing on one or both sides (E).

LOCKING AND DRIVING 
SYSTEM
Steel lock and zinc-coated front embedded 
in the sheet (F).

Nickel cylinder 30x30 (G).

Set rosette handle + rosette with stainless 
steel escutcheon (H).

Stam 3/4
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SECTION A-A’

SECTION B-B’

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS4 790 1990 700 1945 770 1980 810 2000

790 2090 700 2045 770 2080 810 2100
890 1990 800 1945 870 1980 910 2000
890 2090 800 2045 870 2080 910 2100
990 1990 900 1945 970 1980 1010 2000
990 2090 900 2045 970 2080 1010 2100

Frame Width Height Width Height Width Height Width Height
C70 810 2000 700 1945 810 2000 810 2000

810 2100 700 2045 810 2100 810 2100
910 2000 800 1945 910 2000 910 2000
910 2100 800 2045 910 2100 910 2100

1010 2000 900 1945 1010 2000 1010 2000
1010 2100 900 2045 1010 2100 1010 2100

Standard measurements in millimeters. Possibility of other measurements on request.
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CS4 C70

INTERNAL FRAME SIZE

CLEAR DIMENSION

OVERALL SIZE

OVERALL SIZE / INTERNAL FRAME SIZE

CLEAR DIMENSION  CORNER 
FRAME

WRAPPING FRAME

ORDER DIMENSION

MEASUREMENTS ONE LEAF
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Smooth baseboard Ventilated baseboard
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Office
1 and 2 Leaf Door

STRUCTURE
Two 0.6mm galvanized steel sheets 
assembled without welding (A).

Leaf thickness: 50mm.

16mm overlap.

Inner chamber: High-pressure injected 
polyurethane (B).

3 stainless steel hinges (C).

2 anti-crow bar bolts (D).

FRAME
CS4 corner frame.

CSO corner frame.

CO7 and CO9 non-corner frames.

CR8 non-corner frame.

Incorporates chloroprene seal 3x13mm.

LOCKING AND DRIVING 
SYSTEM
Stainless steel lock embedded in the leaf 
(E).

Nickel cylinder 30x40 (F).

Set rosette handle + rosette with stainless 
steel escutcheon (G).

Other handware options:
-Stainless steel thumb turm cylinder (H).

In the Office double leaf model, 2 
embedded bolts are placed on the edge 
of the leaf as the drive in the inactive leaf 
(I).

BASEBOARD
Optionally: Stainless steel baseboard in 
2 versions, single or double, and plain or 
ventilated (H).

Office 3/6
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height

CS4 / CSO 790 2090 700 2045 770 2080 810 2100
790 2145 700 2100 770 2135 810 2155
890 2090 800 2045 870 2080 910 2100
890 2145 800 2100 870 2135 910 2155
990 2090 900 2045 970 2080 1010 2100
990 2145 900 2100 970 2135 1010 2155
1090 2090 1000 2045 1070 2080 1110 2100
1090 2145 1000 2100 1070 2135 1110 2155

Frame Width Height Width Height Width Height Width Height
CO7 / CO9 810 2100 700 2045 810 2100 810 2100

810 2155 700 2100 810 2155 810 2155
910 2100 800 2045 910 2100 910 2100
910 2155 800 2100 910 2155 910 2155

1010 2100 900 2045 1010 2100 1010 2100
1010 2155 900 2100 1010 2155 1010 2155
1110 2100 1000 2045 1110 2100 1110 2100
1110 2155 1000 2100 1110 2155 1110 2155

Frame Width Height Width Height Width Height Width Height
CR8 820 2110 700 2045 820 2110 820 2110

820 2160 700 2100 820 2160 820 2160
920 2110 800 2045 920 2110 920 2110
920 2160 800 2100 920 2160 920 2160

1020 2110 900 2045 1020 2110 1020 2110
1020 2160 900 2100 1020 2160 1020 2160
1120 2110 1000 2045 1120 2110 1120 2110
1120 2160 1000 2100 1120 2160 1120 2160

Standard measurements in millimeters. Possibility of other measurements on request.
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height

CS4 / CSO 1530 2090 1440 2045 1510 2080 1550 2100
1530 2145 1440 2100 1510 2135 1550 2155
1730 2090 1640 2045 1710 2080 1750 2100
1730 2145 1640 2100 1710 2135 1750 2155
1930 2090 1840 2045 1910 2080 1950 2100
1930 2145 1840 2100 1910 2135 1950 2155
2090 2090 2000 2045 2070 2080 2110 2100
2090 2145 2000 2100 2070 2135 2110 2155

Frame Width Height Width Height Width Height Width Height
CO7 / CO9 1550 2100 1440 2045 1550 2100 1550 2100

1550 2155 1440 2100 1550 2155 1550 2155
1750 2100 1640 2045 1750 2100 1750 2100
1750 2155 1640 2100 1750 2155 1750 2155
1950 2100 1840 2045 1950 2100 1950 2100
1950 2155 1840 2100 1950 2155 1950 2155
2110 2100 2000 2045 2110 2100 2110 2100
2110 2155 2000 2100 2110 2155 2110 2155

Frame Width Height Width Height Width Height Width Height
CR8 1560 2110 1440 2045 1560 2110 1560 2110

1560 2160 1440 2100 1560 2160 1560 2160
1760 2110 1640 2045 1760 2110 1760 2110
1760 2160 1640 2100 1760 2160 1760 2160
1960 2110 1840 2045 1960 2110 1960 2110
1960 2160 1840 2100 1960 2160 1960 2160
2120 2110 2000 2045 2120 2110 2120 2110
2120 2160 2000 2100 2120 2160 2120 2160

Standard measurements in millimeters. Possibility of other measurements on request.
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38 m
m

CLEAR OPENING 
DIMENSION  90º

CLEAR OPENING 
DIMENSION 135º

OVERALL SIZE

CLEAR OPENING 
DIMENSION  90º

CLEAR OPENING 
DIMENSION  135º
OVERALL SIZE

C

C

B

A

Office Swing
1 and 2 Leaf Door

STRUCTURE
Two 0.6mm thick galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 38mm.

Inner chamber: high density insulation 
material (B).

3 double-action silver aluminum or 
stainless steel hinges (C).

FRAME
CSV corner frame.

C7V non-corner frame.

LOCKING AND DRIVING 
SYSTEM
It does not incorporate a lock as it is a free 
passage door.

Optional: barrel lock with or without 
escutcheon (D), and/or square plate with 
keyhole  (E ) or plain (F).

OPENINGS

Office Swing 3/6
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
C7V 950 2100 800 2057 950 2100 950 2100

1050 2100 900 2057 1050 2100 1050 2100
1150 2100 1000 2057 1150 2100 1150 2100

Frame Width Height Width Height Width Height Width Height
CSV 940 2095 800 2057 920 2085 950 2100

1040 2095 900 2057 1020 2085 1050 2100
1140 2095 1000 2057 1120 2085 1150 2100
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
C7V 1750 2100 1600 2057 1750 2100 1750 2100

1950 2100 1800 2057 1950 2100 1950 2100
2150 2100 2000 2057 2150 2100 2150 2100

Frame Width Height Width Height Width Height Width Height
CSV 1740 2095 1600 2057 1720 2085 1750 2100

1940 2095 1800 2057 1920 2085 1950 2100
2140 2095 2000 2057 2120 2085 2150 2100
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38 mm

A

B

C D E FE

Smooth baseboard Ventilated baseboard

Office Slide
1 and 2 Leaf Door. Sliding

STRUCTURE
Two 0.6mm thick galvanized steel sheets 
assembled without welding (A).

Leaf thickness: 38mm.

Inner chamber: high density insulation 
material (B).

LOCKING AND DRIVING 
SYSTEM
Hook lock with satin nickel front embedded 
in the edge of the leaf (C).

Circular recessed nickel handel (D) and 
latch with free / occupied visor (E)  on 
both sides. 

Other drive system option: 
-Latch with cylinder (F).

BASEBOARD
Optionally: Stainless steel baseboard in 
2 versions simple or double, and plain or 
ventilated (H).

Office Slide 3/6
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Sub-frame
Inside lining

Outside lining

Inside lining

Outside lining

Inside lining

Outside lining

Inside lining

Outside lining
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Pulley

Inactive leaf fixing 
support

Braided steel cable

Simultaneity support 
mechanism

Cable clamp

Cable clamp

Braided steel cable

Sliding rail

Pulley

Pulley 
simultaneity 
(Extreme 
inactive leaf)

Pulley simultaneity 
(Extreme active leaf)

Tensor

Profile sliding rail 
clamp

Profile sliding rail clamp

OPERATION
Sliding system made up of a sliding rail 
and wheels with height adjustment from 
where the leaf hangs (A). Opening and 
closing stoppers (B) + bottom sliding rail 
piece shaped as “T” (C).

LINING AND RAIL COVER 
As it has no frame, wall linings that follow 
the wall, of the same finish as the leaf, are 
supplied along with the leaf (D).

Rail cover: 1mm thick steel and of the 
same finish as the leaf, that protects and 
beautifies the slideway (E).

FITTING THE LINING
The linings can be fitted on a sub-frame 
before the wall (F) or without it (G).

SIMULTANEOUS OPENING 
SYSTEM
In the Office Slide Double Leaf model, 
there is the option of installing the 
Simultaneous Opening System, to make 
opening and closing easier (H).

Office Slide 4/6
Ed. 02/10/20



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request. 
* Mounting dimensions without sub-frame.

Light Measurement Frame Measurement Hole Work Measurement *
Width Height Width Height Width Height
700 2100 809 2105 809 2015
800 2100 909 2105 909 2105
900 2100 1009 2105 1009 2105
1000 2100 1109 2105 1109 2105
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(2 X ORDER WIDTH) + 193 MM

O
RD
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 H

EI
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T 

= 
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G
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T 
H

EI
G

H
T

ORDER WIDTH = 
CLEAR WIDTHO

RD
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G
H

T 
= 

LI
G

H
T 

H
EI

G
H

T

LI
G

H
T 

H
EI

G
H

T 
= 

21
00

O
RD

ER
 H

EI
G

H
T 

+ 
12

7

103

HOLE WORK WIDTH = 
ORDER WIDTH + 112

ORDER WIDTH = 
CLEAR WIDTH

INSIDE

OUTSIDE

CLOSED DOOR OPEN DOOR

HOLE WORK WIDTH = 
ORDER WIDTH + 112
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request. 
* Mounting dimensions without sub-frame.

Light Measurement Frame Measurement Hole Work Measurement *
Width Height Width Height Width Height
1200 2100 1409 2105 1409 2105
1300 2100 1509 2105 1509 2105
1400 2100 1609 2105 1609 2105
1500 2100 1709 2105 1709 2105
1600 2100 1809 2105 1809 2105

B B’

A

A’

(2 X ORDER WIDTH) + 304

ACTIVE LEAF INACTIVE LEAF

H
O

LE
 W

O
R

K 
H

EI
G

H
T

LI
G

H
T 

H
EI

G
H

T

O
R

D
ER

 H
EI

G
H

T 
+ 

12
7

93.5 112.5

INTERIOR SUB-FRAME WIDTH 
BRICK TO BRICK WIDTH

CLOSED DOOR

ACTIVE LEAF

LIGHT WIDTH

OPEN DOOR

ACTIVE LEAF INACTIVE LEAF

INTERIOR SUB-FRAME WIDTH 
BRICK TO BRICK WIDTH

INACTIVE LEAF

Office Slide 6/6
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E

B

B

E

E

C A

D

F G I

J

CS4 C70 CO7

D

H

CSO

E-Quo
1 and 2 leafs paneled doorset

STRUCTURE
Two galvanized steel sheets of 0.5mm 
assembled without welding (A), paneled 
with two High Pressure Laminates of 
0.7mm thickness (B).

The edge of the door leaf is covered with 
a powder coated or stainless steel profile 
of 0.8mm thickness (C).

Leaf thickness: 42mm.

With ruber seal in the rebate of the leaf 
and in the frame.

Filling: combination of polymers at high 
pressure (D).

Minimum two galvanized steel hinges, 
same finish as the frame (E).

FRAME
CS4 corner frame powder coated (F).

Powder coated wrapping frame C70 (G).

CSO corner frame stainless Steel (H).

Stainless steel wrapping frame CO7 (I).

With rubber seal.

All models prepared for screwing (J).

42 m
m

0.7 mm (H
PL)

0.5 mm

0.5 mm

0.7 mm (H
PL)

38 mm

ABRASION 
RESISTANT

SCRATCH PROOF IMPACT 
RESISTANT

0.7 mm

E-Quo 3/6
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A

C D

B

E

Organisms test cfu*/ Control 
Surface 0 hours

cfu*/ Control 
Surface 24 hours

cfu*/ Control 
Surface 24 hours Reduction [log] Reduction [%]

Staphylococcus 
aureus 8.17 x 106 1.06 x 106 < 100 4.03 > 99.99

Escherichia coli 9.93 x 106 1.66 x 106 < 100 4.22 > 99.99

Candida albicans 6.30 x 106 4.27 x 104 < 100 2.63 > 99.77

Aspergillus 
brasiliensis 4.33 x 104 2.25 x 105 < 100 3.35 > 99.96

MICROBIAL ACTIVITY
Anti-microbial activity test in the HPL Formica sheets.

OPENING AND CLOSING 
SYSTEM
Steel lock model 4010 zinc finsih for 
powder coated doors (A).

Steel lock model CF50 stainless steel 
finish for stainless steel doors (B).

Nickel cylinder 30x30 (C).

Stainless steel ironmongery on rosace 
(D).

E-Quo 4/6
Ed. 01/09/19



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS4 690 2090 600 2045 670 2080 710 2100

790 2090 700 2045 770 2080 810 2100
890 2090 800 2045 870 2080 910 2100
990 2090 900 2045 970 2080 1010 2100
1090 2090 1000 2045 1070 2080 1110 2100
1190 2090 1100 2045 1170 2080 1210 2100

Frame Width Height Width Height Width Height Width Height
C70 710 2100 600 2045 710 2100 710 2100

810 2100 700 2045 810 2100 810 2100
910 2100 800 2045 910 2100 910 2100

1010 2100 900 2045 1010 2100 1010 2100
1110 2100 1000 2045 1110 2100 1110 2100
1210 2100 1100 2045 1210 2100 1210 2100

A

A’

B B’

CS4 C70OVERALL SIZE
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IM
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E 
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ZE

CS4 C70

INTERNAL FRAME SIZE

CLEAR DIMENSION

OVERALL SIZE

OVERALL SIZE / INTERNAL FRAME SIZE

CLEAR DIMENSION
 CORNER 

FRAME
WRAPPING 

FRAME

ORDER DIMENSION
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Standard measurements in millimeters. Possibility of other measurements on request.

MEASUREMENTS DOUBLE LEAF 
SECTION A-A’

SECTION B-B’

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS4 1530 2090 1440 2045 1510 2080 1550 2100

1730 2090 1640 2045 1710 2080 1750 2100
1930 2090 1840 2045 1910 2080 1950 2100

Frame Width Height Width Height Width Height Width Height
C70 1550 2100 1440 2045 1550 2100 1550 2100

1750 2100 1640 2045 1750 2100 1750 2100
1950 2100 1840 2045 1950 2100 1950 2100

CS4 C70

A’

A

B B’
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 =
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O
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CS4 C70

 

ORDER DIMENSION

CLEAR DIMENSION

ACTIVE LEAF CLEAR 
OPENING = 
(LIGHT/2)-22

OVERALL SIZE

CLEAR DIMENSION

OVERALL DIMENSION = ORDER DIMENSION

ACTIVE LEAF 
CLEAR OPENING

CORNER 
FRAME

WRAPPING 
FRAME

INTERNAL FRAME SIZE
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63 m
m

F H
G

I

C

C

B

A

C

E

D

Neo
1 and 2 Leaf Door

STRUCTURE
Two 0.6mm thick galvanized steel plates, 
assembled without welding (A) and 
0.8mm in double leaf.

Leaf thickness: 63mm.

Inner chamber: high density insulation 
material (B).

2 double galvanized steel blade hinges 
(C).

Optionally you can choose: hinge model 
RF (D).

An anti-crow bar bolt (E).

Optional: installation of the COBO 
System, combination of hidden hinge 
and/or hidden door closer.

FRAME
CS5 corner frame.

LOCKING AND DRIVING 
SYSTEM
Reversible lock with CE marking, steel 
case and zinc-coated front, embedded in 
the sheet, with a 1-point lock (F).

Brass cylinder 35x35 (G).

Set shield + handle with black nylon 
escutcheon (H).2 bolts are placed in the 
double leaf model Neo, embedded in the 
edge of the leaf, as the inactive leaf drive 
(I).

Neo 3/6
Ed. 02/10/20



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 800 2050 700 2000 780 2040 836 2068

800 2100 700 2050 780 2090 836 2118
800 2150 700 2100 780 2140 836 2168
900 2050 800 2000 880 2040 936 2068
900 2100 800 2050 880 2090 936 2118
900 2150 800 2100 880 2140 936 2168

1000 2050 900 2000 980 2040 1036 2068
1000 2100 900 2050 980 2090 1036 2118
1000 2150 900 2100 980 2140 1036 2168
1100 2050 1000 2000 1080 2040 1136 2068
1100 2100 1000 2050 1080 2090 1136 2118
1100 2150 1000 2100 1080 2140 1136 2168
1200 2050 1100 2000 1180 2040 1236 2068
1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168

Standard measurements in millimeters. Possibility of other measurements on request.

B B’

A’

A

OVERALL SIZE
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CS5

OVERALL SIZE

CLEAR DIMENSION

INTERNAL FRAME SIZE

ORDER DIMENSION

CORNER 
FRAME
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B B’

A’
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CS5

OVERALL SIZE

ACTIVE LEAF LIGHT

CLEAR DIMENSION

INTERNAL FRAME SIZE

ORDER DIMENSION

CORNER 
FRAME

SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 1200 2050 1100 2000 1180 2040 1236 2068

1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168
1300 2050 1200 2000 1280 2040 1336 2068
1300 2100 1200 2050 1280 2090 1336 2118
1300 2150 1200 2100 1280 2140 1336 2168
1400 2050 1300 2000 1380 2040 1436 2068
1400 2100 1300 2050 1380 2090 1436 2118
1400 2150 1300 2100 1380 2140 1436 2168
1500 2050 1400 2000 1480 2040 1536 2068
1500 2100 1400 2050 1480 2090 1536 2118
1500 2150 1400 2100 1480 2140 1536 2168
1600 2050 1500 2000 1580 2040 1636 2068
1600 2100 1500 2050 1580 2090 1636 2118
1600 2150 1500 2100 1580 2140 1636 2168
1700 2050 1600 2000 1680 2040 1736 2068
1700 2100 1600 2050 1680 2090 1736 2118
1700 2150 1600 2100 1680 2140 1736 2168
1800 2050 1700 2000 1780 2040 1836 2068
1800 2100 1700 2050 1780 2090 1836 2118
1800 2150 1700 2100 1780 2140 1836 2168
1900 2050 1800 2000 1880 2040 1936 2068
1900 2100 1800 2050 1880 2090 1936 2118
1900 2150 1800 2100 1880 2140 1936 2168
2000 2050 1900 2000 1980 2040 2036 2068
2000 2100 1900 2050 1980 2090 2036 2118
2000 2150 1900 2100 1980 2140 2036 2168
2100 2050 2000 2000 2080 2040 2136 2068
2100 2100 2000 2050 2080 2090 2136 2118
2100 2150 2000 2100 2080 2140 2136 2168
2200 2050 2100 2000 2180 2040 2236 2068
2200 2100 2100 2050 2180 2090 2236 2118
2200 2150 2100 2100 2180 2140 2236 2168

Standard measurements in millimeters. Possibility of other measurements on request.
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Fire Doors
Protection & design

FIR
E

 D
O

O
R

S





Delta EI2 60
Basic and reliable.

Basic meter door EI2 60
It has a fire resistance. In addition to its lightness, it has its reversibility as a main feature.

Lex meter door EI2 60
It has a fire resistanc. They have its reversibility as a main feature.

Turia meter door EI2 30-60-90-120
1 or 2 Leaf Meter Door C5.

Turia EI2 30-60-90-120
Versatile and adaptable to your needs.

Turia TDO EI2 60-90
Each leaf win open to the walking direction.

Turia Premium EI2 60-120
This is the more robust Fire door, in 1 or 2 leaves, lacquered in RAL with stainless steel hardware.

FonoTuria EI2 60-90-120
Door that combines the fire resistance EI2 60-90-120 with an acoustic insulation of up to 39 dB.

Sigma EI2 60-90-120
Paneled Fire Door.

Cobo System EI2 60-90-120
Cobo System: possibility of integrating concealed hinges and hidden door closers.

Fire Door
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Fire Door EI2 60
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62 m
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C
D

E F G

A

C

C

B

Delta
1 Leaf Door

STRUCTURE
Two 0.6mm thick sheets of galvanized 
steel assembled without welding (A).

Leaf thickness: 62mm.

Inner chamber: combination of fire and 
thermal insulation materials (B).

2 double galvanized steel blade hinges 
with CE marking (C).

An anti-crowbar bolt (D).

LOCKING AND DRIVING 
SYSTEM
Reversible lock with CE marking with 
galvanized steel case and zinc-coated 
front, embedded in the leaf, with a 1-point 
lock (E).

Brass cylinder 35x35 (F).

Set shield + handle with black nylon 
escutcheon (G).

FRAME
CS5 corner frame.
Incorporate: Intumescent seal.
Optionally:
- Rubber seal.

EI2 60

Delta 3/4
Ed. 02/10/20



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 800 2050 700 2000 780 2040 836 2068

800 2100 700 2050 780 2090 836 2118
800 2150 700 2100 780 2140 836 2168
900 2050 800 2000 880 2040 936 2068
900 2100 800 2050 880 2090 936 2118
900 2150 800 2100 880 2140 936 2168

1000 2050 900 2000 980 2040 1036 2068
1000 2100 900 2050 980 2090 1036 2118
1000 2150 900 2100 980 2140 1036 2168

A

B B’

A’

O
VE

RA
LL

 S
IZ

E

OVERALL SIZE

CL
EA

R 
D

IM
EN

SI
O

N

IN
TE

RN
AL

 F
RA

M
E 

SI
ZE

O
VE

RA
LL

 S
IZ

E

O
RD

ER
 D

IM
EN

SI
O

N

CS5

OVERALL SIZE

CLEAR DIMENSION

INTERNAL FRAME SIZE

ORDER DIMENSION

CORNER 
FRAME
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Basic meter door
1 Leaf Meter Door. Reversible EI2 60

Basic 1/2
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38 m
m

C
D

SECTION A-A’

SECTION B-B’

REVERSIBILITY

E

A

B

C

C

IK 10
DegreePr

otection Code

IP 2.0
DegreePr

otection Code

A

A’

B B’
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CS4

OVERALL SIZE

CLEAR DIMENSION

INTERNAL FRAME SIZE
/ BRICK TO BRICK DIMENSION

CORNER 
FRAME

OVERALL DIMENSION = ORDER DIMENSION

Basic meter 
door
EI2 60

STRUCTURE
Two 0.5mm galvanized steel sheets 
assembled without welding (A).

Leaf thickness: 38mm.

Inner chamber: combination of fire and 
thermal insulation materials (B).

2 double galvanized steel blade hinges 
(C).

LOCKING AND DRIVING 
SYSTEM 
Triangular closing with cam lock 
mechanism (D), driven by a triangular 
access key (E).

FRAME
CS4 corner frame.

Basic 2/2
Ed. 02/10/20
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Lex meter door
1 Leaf Meter Door. Reversible EI2 60

Lex 1/2
Ed. 02/10/20



63 m
m

REVERSIBILITY

C
SECTION A-A’

SECTION B-B’

A

B

C

C

Lex meter 
door
EI2 60

STRUCTURE
Two 0.7mm thick galvanized steel sheets 
assembled without welding (A).

Leaf thickness: 63mm.

Inner chamber: combination of fire and 
thermal insulation materials (B).

2 double galvanized steel blade hinges 
with CE marking (C).

FRAME
CS5 corner frame.

Incorporate: Instumescent seal.

Optionally:

- Rubber seal.

LOCKING AND DRIVING 
SYSTEM 
Dependiendo de las medidas:

- Triangular closing with cam lock 
mechanism (D), driven by a triangular 
access key (E).

- CF-50 lock + black nylon coverplate 
(F).
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B B’
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IK 10
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IP 2.0
DegreePr
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D

E F

Lex 2/2
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Turia meter door
Fire Door EI2 30-60-90-120

Meter Door Turia 1/2
Ed. 02/10/20



Registros Corta-Fuegos

SECTION A-A’

SECTION B-B’

A CB

A

A

63 m
m

IK 10
DegreePr

otection Code

IP 2.0
DegreePr

otection Code

A
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CS5

OVERALL SIZE

CLEAR DIMENSION

INTERNAL FRAME SIZE

ORDER DIMENSION

CORNER 
FRAME

Turia meter 
door
1 and 2 Leaf Meter Door
EI2 30-60-90-120

STRUCTURE
It has the same technical characteristics 
as the Turia door except for:

- CS5 corner frame closed on all 4 
sides.

- Hinges according to the dimensions 
(A).

- Overlap on all 4 sides to fit the closed 
frame.

Incorporates intumescent seal.

Optionally: Rubber seal. 

LOCKING AND DRIVING 
SYSTEM 
Brass cylinder with 35x35 knob (B).

Black nylon escutcheon shield on both 
sides (C).

Meter Door Turia 2/2
Ed. 02/10/20
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Turia
Fire Door EI2 30-60-90-120

Turia 1/6
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Retainer

Rods

Rods

63 m
m

Turia
1 and 2 Leaf Door

EI2 30-60-90-120

LOCKING AND DRIVING 
SYSTEM
Reversible lock with CE marking with 
galvanized steel case and zinc-coated 
front, embedded in the leaf with a 1-point 
lock (D) and optionally on 3-points (it is 
approved in 1 and 2 leaves in 30, 60 and 
90) (E).

Brass cylinder 35x35 (F).

Set shield + handle with black nylon 
escutcheon (G).

In the double-leaf model: In the active 
leaf, both sides, set shield + handle with 
escutcheon (G). In the inactive leaf side: 
box shield + knob without escutcheon (H) 
and in blind plate lid. (I).

The double leaf incorporates a counter 
lock self-closing mechanism in an inactive 
leaf (J) .

Optionally:
- Approved electric lock release with a 

resistance of 30, 60 and 90 (K) with 
power cable (L).

FRAME
CS5 corner frame.

Incorporates intumescent seal.

Optionally: Rubber seal.

STRUCTURE
Two 0.8mm thick sheets of galvanized 
steel assembled without welding (A).

Sheet thickness: 63mm.

Inner chamber: combination of fire and 
thermal insulation materials (B).

Turia EI2 120 has a 10mm double case 
that gives the sheet an overall thickness 
of 73mm.

3 (4 at least in the case of resistance 120) 
double galvanized steel blade hinges with 
CE marking (C).

Turia 3/6
Ed. 02/10/20



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 800 2050 700 2000 780 2040 836 2068

800 2100 700 2050 780 2090 836 2118
800 2150 700 2100 780 2140 836 2168
900 2050 800 2000 880 2040 936 2068
900 2100 800 2050 880 2090 936 2118
900 2150 800 2100 880 2140 936 2168

1000 2050 900 2000 980 2040 1036 2068
1000 2100 900 2050 980 2090 1036 2118
1000 2150 900 2100 980 2140 1036 2168
1100 2050 1000 2000 1080 2040 1136 2068
1100 2100 1000 2050 1080 2090 1136 2118
1100 2150 1000 2100 1080 2140 1136 2168
1200 2050 1100 2000 1180 2040 1236 2068
1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168
1300 2050 1200 2000 1280 2040 1336 2068
1300 2100 1200 2050 1280 2090 1336 2118
1300 2150 1200 2100 1280 2140 1336 2168
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Turia Door EI2 30-60-90 Turia Door EI2 120

CORNER 
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 1200 2050 1100 2000 1180 2040 1236 2068

1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168
1300 2050 1200 2000 1280 2040 1336 2068
1300 2100 1200 2050 1280 2090 1336 2118
1300 2150 1200 2100 1280 2140 1336 2168
1400 2050 1300 2000 1380 2040 1436 2068
1400 2100 1300 2050 1380 2090 1436 2118
1400 2150 1300 2100 1380 2140 1436 2168
1500 2050 1400 2000 1480 2040 1536 2068
1500 2100 1400 2050 1480 2090 1536 2118
1500 2150 1400 2100 1480 2140 1536 2168
1600 2050 1500 2000 1580 2040 1636 2068
1600 2100 1500 2050 1580 2090 1636 2118
1600 2150 1500 2100 1580 2140 1636 2168
1700 2050 1600 2000 1680 2040 1736 2068
1700 2100 1600 2050 1680 2090 1736 2118
1700 2150 1600 2100 1680 2140 1736 2168
1800 2050 1700 2000 1780 2040 1836 2068
1800 2100 1700 2050 1780 2090 1836 2118
1800 2150 1700 2100 1780 2140 1836 2168
1900 2050 1800 2000 1880 2040 1936 2068
1900 2100 1800 2050 1880 2090 1936 2118
1900 2150 1800 2100 1880 2140 1936 2168
2000 2050 1900 2000 1980 2040 2036 2068
2000 2100 1900 2050 1980 2090 2036 2118
2000 2150 1900 2100 1980 2140 2036 2168
2100 2050 2000 2000 2080 2040 2136 2068
2100 2100 2000 2050 2080 2090 2136 2118
2100 2150 2000 2100 2080 2140 2136 2168
2200 2050 2100 2000 2180 2040 2236 2068
2200 2100 2100 2050 2180 2090 2236 2118
2200 2150 2100 2100 2180 2140 2236 2168
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Turia Door EI2 120

Turia 5/6
Ed. 02/10/20



FIX PANEL WITH INTERMEDIATE FRAME
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FIX PANEL WITHOUT INTERMEDIATE FRAME

FIX PANEL
A special solution that Andreu offers to 
adapt doors to the spaces required in the 
works, ideal for especially large holes or 
as an aesthetic complement. They can be 
glazed or of sheet metal.

It has the same structure as the door and 
a resistance classification of EI2 60.

Manufacturing options:
- Fix panel side.
- Fix panel top with or without 

intermediate frame.

ASYMMETRIC DOUBLE 
SHEET
This is a version of the Turia Double Leaf 
door with the same configuration except 
for the asymmetry in the sizes between 
the active and inactive leaf.

Turia 6/6
Ed. 02/10/20
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Turia TDO
Fire Door EI2 60-90 Two Direction Opening

Turia TDO 1/4
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Turia TDO
2 Leaf Door

STRUCTURE
Two 0.8mm sheets of galvanized steel, 
assembled without welding (A).

Leaf thickness: 63mm.

Inner chamber: combination of fire and 
thermal insulation materials (B).

3 hinges of their own design of galvanized 
steel with CE marking (C).

EI2 60 - 90

FRAME
CS5 Frame with tubular frame (D).

Incorporates intumescent seal attached 
to the frame in its entire perimeter (E).

LOCKING AND DRIVING 
SYSTEM
It does not need a lever handle, lock or 
closing selector.

Optionally: square steel plate (F).

Each of the leaves open in the direction of 
the escape route (G).

Mandatory installation of door closers on 
each leaf (CTE).

Optionally: electromagnets and / or vision 
panels.

Turia TDO 3/4
Ed.03/10/20



SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Overall (Ext. Frame)
Frame Width Height Width Height Width Height

CS5 Tubular 1536 2068 1400 2000 1536 2068
1636 2068 1500 2000 1636 2068
1736 2068 1600 2000 1736 2068
1836 2068 1700 2000 1836 2068
1936 2068 1800 2000 1936 2068
2036 2068 1900 2000 2036 2068
2136 2068 2000 2000 2136 2068
2236 2068 2100 2000 2236 2068
2236 2068 2000 2000 2236 2068
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Tubular

Turia TDO 4/4
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Turia Premium
Fire Door EI2 60 / 120
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Turia 
Premium
1 and 2 Leaf Door

LOCKING AND DRIVING 
SYSTEM
CE marking reversible lock with stainless 
steel case, embedded in the leaf, with a 
one-point lock (H).

Nickel cylinder 35x45 (I).

Square steel plate set + handle with 
escutcheon (J).

In the double leaf model: In the active 
leaf, both sides, square steel plate set + 
handle with escutcheon (J). In the inactive 
leaf, side stainless steel blind square 
plate (K) and on the side box square plate 
+ handle without escutcheon (L).

The double leaf incorporates a self-closing 
mechanism safety lock with stainless 
steel façade in the inactive leaf (M).

FRAME
CS5 corner frame.
Incorporates:
- Rubber seal  (E).
- Intumescent seal (F).

STRUCTURE
Three 1mm sheets of galvanized steel, 
assembled without welding (A).

Leaf thickness: 75mm. 

It has a 10mm double case that gives it 
this thickness.

Inner chamber: combination of fire and 
thermal insulation materials (B).

Five hinges of double galvanized steel 
blade with CE marking (C).

Optionally 4 anti-crow bar bolts (D).

EI2 60-120

Turia Premium 3/6
Ed. 02/10/20



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 800 2050 700 2000 780 2040 836 2068

800 2100 700 2050 780 2090 836 2118
800 2150 700 2100 780 2140 836 2168
900 2050 800 2000 880 2040 936 2068
900 2100 800 2050 880 2090 936 2118
900 2150 800 2100 880 2140 936 2168

1000 2050 900 2000 980 2040 1036 2068
1000 2100 900 2050 980 2090 1036 2118
1000 2150 900 2100 980 2140 1036 2168
1100 2050 1000 2000 1080 2040 1136 2068
1100 2100 1000 2050 1080 2090 1136 2118
1100 2150 1000 2100 1080 2140 1136 2168
1200 2050 1100 2000 1180 2040 1236 2068
1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 1200 2050 1100 2000 1180 2040 1236 2068

1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168
1300 2050 1200 2000 1280 2040 1336 2068
1300 2100 1200 2050 1280 2090 1336 2118
1300 2150 1200 2100 1280 2140 1336 2168
1400 2050 1300 2000 1380 2040 1436 2068
1400 2100 1300 2050 1380 2090 1436 2118
1400 2150 1300 2100 1380 2140 1436 2168
1500 2050 1400 2000 1480 2040 1536 2068
1500 2100 1400 2050 1480 2090 1536 2118
1500 2150 1400 2100 1480 2140 1536 2168
1600 2050 1500 2000 1580 2040 1636 2068
1600 2100 1500 2050 1580 2090 1636 2118
1600 2150 1500 2100 1580 2140 1636 2168
1700 2050 1600 2000 1680 2040 1736 2068
1700 2100 1600 2050 1680 2090 1736 2118
1700 2150 1600 2100 1680 2140 1736 2168
1800 2050 1700 2000 1780 2040 1836 2068
1800 2100 1700 2050 1780 2090 1836 2118
1800 2150 1700 2100 1780 2140 1836 2168
1900 2050 1800 2000 1880 2040 1936 2068
1900 2100 1800 2050 1880 2090 1936 2118
1900 2150 1800 2100 1880 2140 1936 2168
2000 2050 1900 2000 1980 2040 2036 2068
2000 2100 1900 2050 1980 2090 2036 2118
2000 2150 1900 2100 1980 2140 2036 2168
2100 2050 2000 2000 2080 2040 2136 2068
2100 2100 2000 2050 2080 2090 2136 2118
2100 2150 2000 2100 2080 2140 2136 2168
2200 2050 2100 2000 2180 2040 2236 2068
2200 2100 2100 2050 2180 2090 2236 2118
2200 2150 2100 2100 2180 2140 2236 2168
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Fono-Turia
Fire Door. Acoustic EI2 60-90 36 dB & EI2 120 39 dB

Fonoturia 1/4
Ed. 02/10/20



Leaf Type Fire 
Resistance

Acoustic 
Isolation

60S 60 36 dB

90A 90 36 dB

120A 120 39 dB

Fonoturia 2/4
Ed. 02/10/20
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m

12060-90
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m

C
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Leaf type Fire resistance Acoustic 
Insulation

60S 60 36 dB

90A 90 36 dB

120A 120 39 dB
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B

Fono-Turia
1 Leaf Door. Acoustic

STRUCTURE
Two galvanized steel plates with an 
0.8mm in the case of 60-90 assembled 
without welding, and a 1mm additional 
plate in the case of the 120 (A).

Sheet thickness: 63mm in 60-90. Sheet 
thickness: 73mm in 120. It has a 10mm 
double case that gives it this thickness. 
Inner chamber: combination of fire and 
thermal insulation materials (B).

3 double galvanized steel blade hinges 
with CE marking in that of 60-90 (C) and 
4 in that of 120.

EI2 60-90-120

ACOUSTIC INSULATION
36 dB or 39 dB.
Incorporates:
- EPDM rubber seal adhered to the 

base of the leaf (D).
- Metallic base on the floor (E).

FRAME
CS5 corner frame.
Incorporates:
- Rubber seal (F).
- Intumescent seal (G).

LOCKING AND DRIVING 
SYSTEM
CE marking reversible lock with stainless 
steel case and zinc-coated front, 
embedded in the sheet, with a one-point 
lock (H).

This lock includes a reinforcement in H (I).

Brass cylinder 35x35 in EI2 60 and 90, 
brass cylinder 35x45 in EI2 120 (J).

Set shield + handle with escutcheon (K).

Fonoturia 3/4
Ed. 02/10/20



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 900 2050 800 2000 880 2040 936 2068

900 2100 800 2050 880 2090 936 2118
900 2150 800 2100 880 2140 936 2168

1000 2050 900 2000 980 2040 1036 2068
1000 2100 900 2050 980 2090 1036 2118
1000 2150 900 2100 980 2140 1036 2168
1100 2050 1000 2000 1080 2040 1136 2068
1100 2100 1000 2050 1080 2090 1136 2118
1100 2150 1000 2100 1080 2140 1136 2168
1200 2050 1100 2000 1180 2040 1236 2068
1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168

A

B B’

A’

60S / 90A 120A
O

VE
RA

LL
 S

IZ
E

OVERALL SIZE

CL
EA

R 
D

IM
EN

SI
O

N

IN
TE

RN
AL

 F
RA

M
E 

SI
ZE

O
VE

RA
LL

 S
IZ

E

O
RD

ER
 D

IM
EN

SI
O

N

O
VE

RA
LL

 S
IZ

E

CL
EA

R 
D

IM
EN

SI
O

N

IN
TE

RN
AL

 F
RA

M
E 

SI
ZE

O
RD

ER
 D

IM
EN

SI
O

N

CS5

60S / 90A 120A

OVERALL SIZE

CLEAR DIMENSION

INTERNAL FRAME SIZE

ORDER DIMENSION

CORNER 
FRAME

OVERALL SIZE

CLEAR DIMENSION

INTERNAL FRAME SIZE

ORDER DIMENSION

Fonoturia 4/4
Ed. 02/10/20



Finishes for the laminated panel, check the Formica
Door Collection range.
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Sigma
Fire Door EI2 60-90-120 Paneled

Sigma 1/6
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CS5 CS65

ABRASION 
RESISTANT

SCRATCH PROOF IMPACT 
RESISTANT

0.7 mm

0.7 mm (H
PL)

0.8 mm

0.8 mm

0.7 mm (H
PL)

61.4 mm

Sigma
1 and 2 Leaf Door. Paneled.

STRUCTURE
Two galvanized steel sheets with 0.8mm 
thick assembled without welding (A), 
coated with two 0.7mm thick High 
Pressure Layered Laminated Panels (B).

The paneled set is coated perimetrically 
with a 0.8mm thick galvanized or stainless 
steel profile (C).

Leaf thickness: 66mm.

Inner chamber: combination of fire and 
insulation materials (D).

3 double blade galvanized or stainless 
steel hinges with CE marking (E).

EI2 60-90-120

FRAME
CS5 corner frame (F).
CS65 stainless steel corner frame (G).
Incorporate:
- Rubber seal (H).
- Intumescent seal (I).

Sigma 3/6
Ed. 02/10/20



A B

D

C

E F G

H

Organisms test cfu*/ Control 
Surface 0 hours

cfu*/ Control 
Surface 24 hours

cfu*/ Control 
Surface 24 hours Reduction [log] Reduction [%]

Staphylococcus 
aureus 8.17 x 106 1.06 x 106 < 100 4.03 > 99.99

Escherichia coli 9.93 x 106 1.66 x 106 < 100 4.22 > 99.99

Candida albicans 6.30 x 106 4.27 x 104 < 100 2.63 > 99.77

Aspergillus 
brasiliensis 4.33 x 104 2.25 x 105 < 100 3.35 > 99.96

MICROBIAL ACTIVITY
Anti-microbial activity test in the HPL Formica sheets.

Retainer

Rods

Rods

LOCKING AND DRIVING 
SYSTEM 
Reversible lock with stainless steel CE 

marking embedded in the leaf, with a 
1-point lock (A).

Nickel cylinder 40x50 (single leaf) or 
45x45 (double leaf). In the case of 
stainless steel Sigma Inox, nickel 
cylinder 35x40 (single leaf) or 35x35 
(double leaf) (B).

In the double leaf it incorporates a self-
counter lock closing mechanism in the 
inactive leaf (C).

The stainless steel lever handle varies 
according to the use:

- Offices: Set rosette handle + rosette 
with stainless steel escutcheon (D) or 
set shield + handle with stainless steel 
escutcheon (E).

- Hospitals / Educational: Set square 
stainless steel plate + handle with 
stainless steel escutcheon (F).

- Hotels: Prepared hotel card-type lock 
(G).

STAINLESS STEEL 
BASEBOARD
Opcionally: stainless steel baseboard 
(single or double leaf) (H).

Sigma 4/6
Ed. 02/10/20



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 800 2050 700 2000 780 2040 836 2068

800 2100 700 2050 780 2090 836 2118
800 2150 700 2100 780 2140 836 2168
900 2050 800 2000 880 2040 936 2068
900 2100 800 2050 880 2090 936 2118
900 2150 800 2100 880 2140 936 2168

1000 2050 900 2000 980 2040 1036 2068
1000 2100 900 2050 980 2090 1036 2118
1000 2150 900 2100 980 2140 1036 2168
1100 2050 1000 2000 1080 2040 1136 2068
1100 2100 1000 2050 1080 2118 1136 2168
1100 2150 1000 2100 1080 2140 1136 2168
1200 2050 1100 2000 1180 2040 1236 2068
1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CS5 1200 2050 1100 2000 1180 2040 1236 2068

1200 2100 1100 2050 1180 2090 1236 2118
1200 2150 1100 2100 1180 2140 1236 2168
1300 2050 1200 2000 1280 2040 1336 2068
1300 2100 1200 2050 1280 2090 1336 2118
1300 2150 1200 2100 1280 2140 1336 2168
1400 2050 1300 2000 1380 2040 1436 2068
1400 2100 1300 2050 1380 2090 1436 2118
1400 2150 1300 2100 1380 2140 1436 2168
1500 2050 1400 2000 1480 2040 1536 2068
1500 2100 1400 2050 1480 2090 1536 2118
1500 2150 1400 2100 1480 2140 1536 2168
1600 2050 1500 2000 1580 2040 1636 2068
1600 2100 1500 2050 1580 2090 1636 2118
1600 2150 1500 2100 1580 2140 1636 2168
1700 2050 1600 2000 1680 2040 1736 2068
1700 2100 1600 2050 1680 2090 1736 2118
1700 2150 1600 2100 1680 2140 1736 2168
1800 2050 1700 2000 1780 2040 1836 2068
1800 2100 1700 2050 1780 2090 1836 2118
1800 2150 1700 2100 1780 2140 1836 2168
1900 2050 1800 2000 1880 2040 1936 2068
1900 2100 1800 2050 1880 2090 1936 2118
1900 2150 1800 2100 1880 2140 1936 2168
2000 2050 1900 2000 1980 2040 2036 2068
2000 2100 1900 2050 1980 2090 2036 2118
2000 2150 1900 2100 1980 2140 2036 2168
2100 2050 2000 2000 2080 2040 2136 2068
2100 2100 2000 2050 2040 2090 2136 2118
2100 2150 2000 2100 2080 2140 2136 2168
2200 2050 2100 2000 2180 2040 2236 2068
2200 2100 2100 2050 2180 2090 2236 2118
2200 2150 2100 2100 2180 2140 2236 2168
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CoBo System
Concealed Hinge Combination (BO) and the Hidden Door Closers (CO)

CoBo System 1/4
Ed. 02/10/20
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C

B

A

STRUCTURE
The Concealed Hinge Combination [BO] 
(A) and the Hidden Door Closers [CO] (B) 
form the so-called CO-BO System.

The COBO System can be installed in 
the following door models: Turia, Turia 
Premium and Sigma. In all of these 
models, in either a single or a double leaf.

FRAME
CS5 corner frame.

CS65 corner frame.

Incorporates anti-crow bar bolt (C).

Removable leaf (D).

Possibility of tube stainless hinges and 
trim.

The TU/VO hinges and vice versa cannot 
be replaced.

CoBo 
System
1 and 2 Leaf Door

CoBo System 3/4
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105º

CONCEALED HINGE
3mm thick galvanized or stainless steel 
own design hinge with CE marking. 
Housed within the frame, it remains 
invisible on both sides of the door.

It is available in galvanized finish, stainless 
steel or lacquered in Ral.

It is recommended to install an opening 
restrictor (stopper) to prevent the leaf 
opening more than 105º. 

 

HIDDEN DOOR CLOSERS
ECO MULTI-GENIUS door closers with 
3-5 strength, with the body embedded in 
the top of the leaf and the guide built in 
the frame. It can be mounted on doors of 
1 or 2 leaves.

CLOSING SELECTOR
Double leaf models have an integrated 
Closing Selector. 

CoBo System 4/4
Ed. 02/10/20



Residential
Security & Design

R
E

S
ID

E
N

TIA
L





Compact
Security door with a provencal design, and a wide range of finishes, colors and accessories.

Versate
A security door of one or two leaves, with up to 5-locking points.

Line
Security door made of steel, with a modern design of horizontal or vertical lines.

Insert
Security door made of steel, equipped with stainless steel inlay details incrusted throughout the 
doorleaf.

Scala
Security door made of steel, with contemporary design consisting of  two vertical embossings and 
four stainless steel horizontal inlays incrusted throughout the doorleaf.

Lisa
Security door made of steel with contemporary desing, without embossing. Available in single and 
double leaf, with up to 5 points security lock.

Rustik
Security door of one or two leaves, with a rustic design.

Residential
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53 mm
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Compact
1 and 2 Leaf Door

STRUCTURE
Two 1mm galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 53mm.

Inner chamber: rigid polyurethane foam 
injected at high pressure (B).

2 brass-plated steel hinges adjustable 
in 3 directions with CE marking, 
complemented with nylon trim (C).

2 anti-crow bar bolts (D).

FRAME
CR8 non-corner frame.

Incorporates rubber seal.

LOCKING AND DRIVING 
SYSTEM
Security lock with the possibility of locking 
at 1, 3 or 5 points (E).

Brass or nickel cylinder 30x45 (F).

On the outside, security anti-drilling shield 
(G) + knob handle (H).

On the inside, shield + handle with 
escutcheon (I).

In the double leaf model, 2 bolts are 
placed; embedded in the edge of the leaf, 
as the inactive leaf drive (J).

Compact 3/6
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 910 2100 790 2040 910 2100 910 2100

960 2100 840 2040 960 2100 960 2100
1010 2100 890 2040 1010 2100 1010 2100
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 1760 2100 1640 2040 1760 2100 1760 2100

1860 2100 1740 2040 1860 2100 1860 2100
1960 2100 1840 2040 1960 2100 1960 2100
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101
5 1.2 10

SIMPLE DRAWING
Inside face /Cover

Outside face /Box

DOUBLE DRAWING
Inside face /Cover

Outside face /Box

DRAWING
The Compact doors can have a light 
Provençal type drawing (A).

The leaf may be smooth or have drawing 
in 1 or 2 sides (B) either in one or in both 
leaves.
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Versate
1 and 2 Leaf Door

STRUCTURE
Two 1mm thick galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 53mm.

Inner chamber: rigid polyurethane foam 
injected at high pressure (B).

2 brass-plated steel hinges adjustable 
in 3 directions with CE marking, 
complemented with nylon trim (C).

2 anti-crow bar bolts (D).

FRAME
CR8 non-corner frame.

Incorporates rubber seal.

LOCKING AND DRIVING 
SYSTEM
Security lock with the possibility of locking 
at 1, 3 or 5 points (E).

Brass or nickel cylinder 30x45 (F).

On the outside, security anti-drilling shield 
(G) + knob handle (H). 

On the inside, shield + handle with 
escutcheon (I).

2 bolts are placed in the double leaf 
model; embedded in the edge of the leaf, 
as the inactive leaf drive (J).

Versate 3/6
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 910 2100 790 2040 910 2100 910 2100

960 2100 840 2040 960 2100 960 2100
1010 2100 890 2040 1010 2100 1010 2100
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OVERALL SIZE / ORDER 
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 1760 2100 1640 2040 1760 2100 1760 2100

1860 2100 1740 2040 1860 2100 1860 2100
1960 2100 1840 2040 1960 2100 1960 2100
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SIMPLE DRAWING

Inside face /Cover

Outside face /Box

DOUBLE DRAWING
Inside face /Cover

Outside face /Box

1 + 1 1 + 2 2 + 1 2 + 2

DRAWING
The leaf can have a light drawing (A) in 
1 or 2 sides (B) either in one or in both 
leaves.

It offers several drawing designs (C).

Versate 6/6
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Line
1 and 2 Leaf Door

STRUCTURE
Two 1mm galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 53mm.

Inner chamber: rigid polyurethane foam 
injected at high pressure (B).

2 brass-plated steel hinges, adjustable 
in 3 directions with CE marking, 
complemented with nylon trim (C).

2 anti-crow bar bolts (D).

FRAME
CR8 non-corner frame.

Incorporates rubber seal.

LOCKING AND DRIVING 
SYSTEM
Security lock with the possibility of locking 
at 1, 3 or 5 points (E).

Nickel cylinder 30x45 (F).

On the outside, security anti-drilling 
stainless steel shield (G) + nickel knob 
handle (H).

On the inside, shield + nickel handle with 
escutcheon (I).

2 bolts are placed in the double leaf 
model; embedded in the edge of the leaf, 
as the inactive leaf drive (J).

Line 3/6
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 910 2100 790 2040 910 2100 910 2100

960 2100 840 2040 960 2100 960 2100
1010 2100 890 2040 1010 2100 1010 2100
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 1760 2100 1640 2040 1760 2100 1760 2100

1860 2100 1740 2040 1860 2100 1860 2100
1960 2100 1840 2040 1960 2100 1960 2100
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SIMPLE DRAWING
Inside face /Cover

Outside face /Box

DOUBLE DRAWING
Inside face /Cover

Outside face /Box

H 1C 1B

3C 3B 3 32 21 1

2C 2B

DRAWING
The leaf can have a light drawing in 1 or 2 
sides (A), either in one or in both leaves. 
And the drawing model can be horizontal 
or vertical (B).

The drawing marks, in the case of 
the horizontal drawing, one line every 
409.4mm, changing the number of lines 
depending on the height of the door.

It offers several drawing designs (C).
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Insert
1 and 2 Leaf Door

STRUCTURE
Two 1mm galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 53mm.

Inner chamber: rigid polyurethane foam 
injected at high pressure (B).

2 brass-plated steel hinges, adjustable 
in 3 directions with CE marking, 
complemented with nylon trim (C).

2 anti-crow bar bolts (D).

FRAME
CR8 non-corner frame.

Incorporates rubber seal.

LOCKING AND DRIVING 
SYSTEM
Security lock with the possibility of locking 
at 1, 3 or 5 points (E).

Nickel cylinder 30x45 (F).

On the outside, security anti-drilling 
stainless steel shield (G) + nickel knob 
handle (H).

On the inside, shield + nickel handle with 
escutcheon (I).

2 bolts are placed in the double leaf 
model; embedded in the edge of the leaf, 
as the inactive leaf drive (J).

Insert 3/6
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 910 2100 790 2040 910 2100 910 2100

960 2100 840 2040 960 2100 960 2100
1010 2100 890 2040 1010 2100 1010 2100
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 1760 2100 1640 2040 1760 2100 1760 2100

1860 2100 1740 2040 1860 2100 1860 2100
1960 2100 1840 2040 1960 2100 1960 2100
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406,16 H

SIMPLE DRAWING
Inside face /Cover

Outside face /Box

DOUBLE DRAWING
Inside face /Cover

Outside face /Box

11

STAINLESS STEEL 
INSERTION
Doorleaf is equipped with slight stainless 
steel inlay in both, single or double leaf 
doors. The inlay is horizontal.

The inlays are made at the distance 
of 406,4mm from each other and their 
quantity depends on the door height.

Insert 6/6
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Scala
1 and 2 Leaf Door

STRUCTURE
Two 1mm galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 53mm.

Inner chamber: rigid polyurethane foam 
injected at high pressure (B).

2 brass-plated steel hinges, adjustable 
in 3 directions with CE marking, 
complemented with nylon trim (C).

2 anti-crow bar bolts (D).

FRAME
CR8 non-corner frame.

Incorporates rubber seal.

LOCKING AND DRIVING 
SYSTEM
Security lock with the possibility of locking 
at 1, 3 or 5 points (E).

Nickel cylinder 30x45 (F).

On the outside, security anti-drilling 
stainless steel shield (G) + nickel knob 
handle (H).

On the inside, shield + nickel handle with 
escutcheon (I).

2 bolts are placed in the double leaf 
model; embedded in the edge of the leaf, 
as the inactive leaf drive (J).

Scala 3/6
Ed.02/10/20



SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 910 2100 790 2040 910 2100 910 2100

960 2100 840 2040 960 2100 960 2100
1010 2100 890 2040 1010 2100 1010 2100
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 1760 2100 1640 2040 1760 2100 1760 2100

1860 2100 1740 2040 1860 2100 1860 2100
1960 2100 1840 2040 1960 2100 1960 2100
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SIMPLE DRAWING
Inside face /Cover

Outside face /Box

DOUBLE DRAWING
Inside face /Cover

Outside face /Box

11

STAINLESS STEEL 
INSERTIONS AND 
EMBOSSING
Doorleaf is equipped with two vertical 
embossings and four horizontal stainless 
steel inlays throughout the door width. 
It can be made on both sides or only on 
one side of the leaf, available on single or 
double doors.

The inlays are made at the distance 
of 406,2mm from each other and their 
quantity depends on the door height.

Scala 6/6
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Lisa
1 and 2 Leaf Door

STRUCTURE
Two 1mm galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 53mm.

Inner chamber: rigid polyurethane foam 
injected at high pressure (B).

2 brass-plated steel hinges adjustable 
in 3 directions with CE marking, 
complemented with nylon trim (C).

2 anti-crow bar bolts (D).

FRAME
CR8 non-corner frame.

Incorporates rubber seal.

LOCKING AND DRIVING 
SYSTEM
Security lock with the possibility of locking 
at 1, 3 or 5 points (E).

Brass or nickel cylinder 30x45 (F).

On the outside, security anti-drilling shield 
(G) + knob handle (H).

On the inside, shield + handle with 
escutcheon (I).

In the double leaf model, 2 bolts are 
placed; embedded in the edge of the leaf, 
as the inactive leaf drive (J).
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 910 2100 790 2040 910 2100 910 2100

960 2100 840 2040 960 2100 960 2100
1010 2100 890 2040 1010 2100 1010 2100
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 1760 2100 1640 2040 1760 2100 1760 2100

1860 2100 1740 2040 1860 2100 1860 2100
1960 2100 1840 2040 1960 2100 1960 2100
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Rustik
1 and 2 Leaf Door

STRUCTURE
Two 1mm galvanized steel plates, 
assembled without welding (A).

Leaf thickness: 53mm.

Inner chamber: rigid polyurethane foam 
injected at high pressure (B).

2 specific steel hinges for this door model, 
adjustable in 3 directions with CE marking, 
complemented with black nylon trim (C).

2 anti-crow bar bolts with a black finish 
(D).

FRAME
CR8 non-corner frame. 

Incorporates rubber seal.

LOCKING AND DRIVING 
SYSTEM
Security lock with the possibility of locking 
at 1, 3 or 5 points (E).

Brass cylinder finish 30x45 (F).

On the outside, security anti-drilling black 
finish shield (G) + black finish handle (H) 
or optionally black finish knob(I).

On the inside, shield + handle with black 
finish escutcheon (J).

In the double leaf model, 2 bolts are 
placed; embedded in the edge of the leaf, 
as the inactive leaf drive (K).
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SECTION A-A’

MEASUREMENTS ONE LEAF

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 910 2100 790 2040 910 2100 910 2100

960 2100 840 2040 960 2100 960 2100
1010 2100 890 2040 1010 2100 1010 2100
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SECTION A-A’

MEASUREMENTS DOUBLE LEAF 

SECTION B-B’

Standard measurements in millimeters. Possibility of other measurements on request.

Order Size Clear Opening Internal Frame Overall (Ext. Frame)
Frame Width Height Width Height Width Height Width Height
CR8 1760 2100 1640 2040 1760 2100 1760 2100

1860 2100 1740 2040 1860 2100 1860 2100
1960 2100 1840 2040 1960 2100 1960 2100
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SIMPLE DRAWING
Inside face /Cover

Outside face /Box

DOUBLE DRAWING
Inside face /Cover

Outside face /Box

DRAWING
The leaf has drawing in 1 or 2 sides (A). 
Apart from the drawing, the leaf presents a 
series of nails along the height of the leaf 
(B). The first height of nails is placed at 
207mm from the bottom width of the leaf, 
and the rest of the nails are placed between 
themselves at a distance of 555mm  (C).

The drawing marks a vertical line every 2 or 
1 nail, depending on the width of the door 
(D). 
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ANDREU BARBERÁ, S.L.
Pol. Ind. Fuente del Jarro
C/ Ciudad de Sevilla, 20
46988 Paterna (Valencia-Spain)
Tel: (+34)  96 134 31 00
Fax: (+34) 96 134 08 59
andreu@andreu.es
www.andreu.es
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